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DETAIL NO.DETAIL NO.

2-#5 Bars

At Masonry

1-#4 Bar 24"

O.C. Between

Columns

2-#5 Bars At

Pipe Columns
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5’-8" Max. , 3 Spans Max. 3
’
-
0

"

M
a
x
.

8x8x16 CMU Wall

Length = Top Width Of Channel %%p 4"

Fence

By Others

2-#4 Bars In

Bond Beam,

Hook Down

12" Min. At

Pilaster

Pilaster Footing

24"%%c x  5’-0"

Top Elev. At

Channel Bottom

Grade

A

AELEVATION

SECTION A-A
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2-#4 Bars x 1’-0"

Thru 3/4"%%c Hole In

Pipe. Center In Pipe

Exist. Joint

Or Sawcut

Seal With

Bituminous

Sealer (Typ) 60%%d
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6"

2
"

Constr.

Joint

Thickened

Slab Under

Expansion Bolts

Slope To Match

Exist Channel

Trash Rack (To be installed only

on private lots; cleaning shall

6" Conc. Lining With

6x6-W1.4xW1.4 WWF

Class "B" Concrete

Broom Finish

Bond Beam At Top

With 2-#4 Bars

Duro-Wall Ladder Type

Joint Reinforcing, #9 Gauge

Side Wires @ 16" O.C.

8"x8"x16" CMU

Wall Height, Finish Texture And Color to

Match Adjacent Property Wall.

Construction To Conform to MAG Section 510.

WALL NOTES:

1.

2.

TYPICAL JOINT AT
EXISTING LINING

TYPICAL TURNDOWN
AT UNLINED CHANNEL

See Detail

Sheet 2

Bond Beam

UNLINED CHANNELS: Construct New Lining 6’ Minimum Upstream And Downstream From

Wall With Turndown At All Edges Of Lining.

EXISTING LINED CHANNELS: Remove Existing Lining 4’ Minimum Upstream And Downstream

From Wall. Replace Using Joint Shown.
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2-#5 Bars At

Pipe Column
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1/2"%%c x 5" S.S. Anchor Bolt

At 16" O.C.

4"

And Tack Weld

CHANNEL NOTES:

4" %%c

Masonry Column

At Ends Pipe Column

At Mid-Span(s)

Slope To Match

Existing Channel

3
"

Varies - Equal SpacingB B

Grout Solid

End Of 2-L’s

5"x3 1/2"x5/16"

Grout Solid

Column

Grout Solid C

C

Max. Total Width = 17’-0", Q Max. = 140 CFS

C
lr

(6" Min Bearing)

@ Masonry

Column

be propety owners responsibility)

Trash Rack Grate Required on Private Lots only;3.

And Property Owner Shall Be Responsible for Cleaning.

WALL OPENING & EROSION PROTECTION - TYPE 1
APPROVED BY:

Scottsdale Standards &
Specifications Committee


